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ADJUSTABLE STOPS FOR 
PRE-SET CUTTING

PROD. BOX/ CTN. CTN. UNIT
ID. CTN. WT. CU DIMENSIONS CARTON
NO. UPC CODE DESCRIPTION QTY. LBS. FT. CARD DIMENSIONS

20-800 0 76174 20800 9 Clamping Mitre Box with Saw 0/2 13.2 1.2742 23 x 5-1/2 x 8-3/4 22-7/8 x 8-3/4 x 5-1/2
20-809 0 76174 20809 2 Mitre Box Blade Replacement 0/100 35.53 0.3480 22-1/4 x 2-1/16 x 3/16 22-6/8 x 5-7/8 x 4-1/2

CLAMPING
MITRE BOX
WITH SAW
• Ergonomically designed slip-resistant 

grip for comfort and control

• Induction hardened teeth stay sharp 3-5
times longer than non-hardened teeth

• Simple 11-angle adjustment for most
applications

• Quick, versatile cam clamp grips to hold
work for accuracy

• Precision design for smooth accurate cuts

• Moulded-in measuring marks to enable
fast adjustment of angle

• Depth cut adjustment

• Stop guide enables repetitive cuts

CAM CLAMP HOLDS MOST
WORK SHAPES FOR ACCURACY

ERGONOMICALLY DESIGNED 
SLIP-RESISTANT GRIP FOR
COMFORT AND CONTROL

WIDER, LONGER BASE FOR
INCREASED CUTTING CAPACITY

ONE TOUCH ANGLE ADJUSTMENT FOR 
QUICK AND EASY ANGLE CHANGE

INDUCTION HARDENED TEETH STAY
SHARP UP TO FIVE TIMES LONGER

THAN NON-HARDENED TEETH

DIE CAST METAL 
FOR DURABILITY

ADJUSTABLE WORK STOP
FOR REPETITIVE CUTS


