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PROD. BOX/ CTN. CTN. UNIT
ID. CTN. WT. CU DIMENSIONS CARTON
NO. UPC CODE DESCRIPTION QTY. LBS. FT. CARDED/PACKAGE DIMENSIONS

77-260 0 76174 77260 9 IntelliLaser™ Pro 2/6 7.0 0.833 7.125" x 11.75" x 2.25" 13.25" x 12.875" x 8.4375"
Laser Line Level/Stud Finder

INTELLILASER™ PRO
LASER LINE LEVEL/
STUD FINDER
• Laser leveling, layout and stud locating

on vertical and horizontal surfaces

• Wood, metal and live wire detection.
Detects wood up to 3/4" depth. Detects
metal up to 3/4" depth. Continuous live
wire diction up to 3/4" depth

• 180 degree pivoting laser plane with 
level and plumb vials

• 20’ laser line projection onto work
surface with 90 degree squaring

• Spring loaded pivoting laser with 
45 degree locking detents

• Two self contained hang pins to 
mount unit to work surface 
(vertical or horizontal)

• LCD sensing and mode display with 
new target graphics

• LED display with continuous live 
wire detection

• Thumb dial adjustable feet for 
leveling the laser

• Easy key pad operation

• Ergonomically designed for comfort 
and grip

• Requires a 9 Volt battery, not included
REMOVABLE HANG PINS

180 DEGREE PIVOTING LASER
WITH PLUMB AND LEVEL VIALS

LCD DISPLAY LOCATES
WOOD AND METAL
STUDS AND JOISTS

RUBBER OVER-MOLD

ADJUSTABLE THUMB DIALS FOR
LEVELING 

KEY PAD OPERATION

CONTINUOUS LIVE WIRE
DETECTION WITH LED

DISPLAY

LASER LINE PROJECTS
20' ONTO SURFACE


